






2977 Max Candela 1445 Max Candela

The Lindy
Uplight/Downlight: 67%/15%
Efficiency:  81%
Dark Sky Compatible
10 Year Warranty—Optically Stable

Typical Blow Molded Globe
Uplight/Downlight: 46%/45%
Efficiency: 42%
Light Polluting
No Warranty—Yellows Quickly

Please visit www.thelindy.com for complete details.

The Lindy® Prismatic Globes Save Money!
The Lindy post top components from LexaLite offer state-of-the-art prismatic design for street and area lighting 
applications. Perfect for new construction or replacement projects in downtown, campus, park or residential areas, it 
features unmatched performance.

	 •	 High performance optics and materials dramatically improve fixture efficiency
	 •	 Better optics require much lower wattage lamps
	 •	 Smart design reduces light pollution — dark sky compatible.
	 •	 LexaLite globes last several times longer than blow molded acorns
	 •	 10 year warranty on acrylic versions

Take a closer look at the performance of the Lindy versus blow molded acorns:
	 •	 Blow molded acorns send more light upward than downward.
	 •	 The Lindy’s prisms direct the light downward, right where you need it.

23” The Lindy® 
12’-20’ poles

19” Little Lindy® 
8’-19’ poles

Replacement LensesReplacement Lenses 
  Lenses for Indoor and Outdoor Applications



Louver
Para-Lite 1™
1/2"x1/2"x1/2"
Para-Lite 2™
1/2"x1/2"x1"
Para-Lite 3™
3/4"x3/4"x1/2"
Para-Lite 5™
3/4"x3/4"x3/8"

Nominal Size

14 — 1’ x 4’
22 — 2’ x 2’
24 — 2’ x 4’

Fabrication Options

CUT — Cut to Size
AN — Avoida-Notch Framing
Note: Cut to Size - on Cut to Size orders O.D. must be 
provided.  Cut to Size louvers must be able to fit directly
into the doorframe.
Note: Avoida-Notch - O.D. must be provided.  Avoida-Notch to 
be used when louver cannot fit into the door frame
(for Style 2 only.)

Style

Style 1 (Fixture Style)
2x4 — O.D.22-1/2" x 46-1/2"
       I.D. 19-11/16" x 43-1/2"
Style 2 (Ceiling Style)
1x4 — 11-3/4“ x 47-3/4”
2x2 — 23-3/4“ x 23-3/4”
2x4 — 23-3/4“ x 47-3/4”

Material / Finish
SPS — Specular Silver, Polystyrene
SPG — Specular Gold, Polystyrene, Durabolic
SSS — Semi-Specular Silver, Polystyrene
DSPS — Durabolic Specular Silver, Polystyrene

To Order: Select description from each column
and include “options” if applicable.

3/4" x 3/4" x 1/2"

1/
2"

3/4"section

Shielding Angle 40º
V.C.P. .99
Efficiency 48.9%

Hexabolic™ 2

1" Cone in 1-5/16" Cube

1"
1-5/16"

9/
16

"
3/

4"

Shielding Angle 45º
V.C.P. .87

Deco-Round 33™

3/4" x 3/4" x 1/2"

1/
2"

3/4"section

Double Wedge Design

Para-Lite 3™

Shielding Angle 35º
V.C.P. .93
Efficiency 66.3%

PL3
HIGH EFFICIENCY

Shielding Angle 28º
V.C.P. .88
Efficiency 70.2%

Para-Lite 5™

section

3/4“ x 3/4” x 3/8”

3/4“

3/
8“

PL5
HIGH EFFICIENCY

section

0.64" x 0.64" x 0.38"

0.64"

0.
38

"

Shielding Angle 43º
V.C.P. .99
Efficiency 46.2%

Para-Lite 1™

Shielding Angle 31º
V.C.P. .93
Efficiency 51.9%

1-1/2" x 1-1/2" x 1"

1-1/2"

1"

section

Para-Lite 2™

Replacement PlasticsReplacement Plastics 
Louvers for Quick, Simple Retrofit of Grid Ceiling Fixtures

Plastic Parabolic louvers represent 
the most sophisticated and optically 
precise control media available. 
The advanced design concepts and 
technology produce controlled lighting 
of unparalleled visual comfort and 
efficiency. The shape of the vertical cell 
walls acts as a small reflector, directing 
all light into a task area.

Para-Lite 1™ Style 2



1/2" x 1/2" x 1/2" 1/2" x 1/2" x 3/8"

section

3/
8"

1/
2"

1/2"
1/2"

ALP 12/120
Female Conical Prismatic

A (thickness): .100", .110", .125"

A

ALP 1 
Cracked Ice

A (thickness): .08"

A

ALP 15
Female Conical Prismatic

A (thickness): .200"

A

ALP 19
Male Conical Prismatic

A (thickness): .156", .187"

A

ALP 52
Frost Overlay

A (thickness): .045"

A

ALP SW
Smooth Flat Sheet

A (thickness): .040", .060", .080", .125"

A

Replacement PlasticsReplacement Plastics 
Lenses and Wraparounds for Quick, Simple Retrofit

Standard Wraparounds
We extrude our own wraparounds and 
have thousands of molds to fit your fixture. 

Benefits:
•  DR/Acrylic polymer blend
•  Precision molding dies
•  No variation in lens thickness
•  Consistent size and weight
•  Better quality
•  Competitively priced
•  Local availability

How to Order Wraparounds
1)	 Remove old wraparound lens or	
	 diffuser from fixture.
2)	 Use A.L.P. graph paper, place the old wrap	 	
	 around on its end.
3)	 Trace the end shape, being sure to draw both 	
	 the inside and outside of the lens or diffuser.
4)	 Measure overall length of lens or diffuser - 	 	
	 EXACTLY.
5)	 Send or give exact measurements and originals 	
	 to your distributor with purchase order, quantity 	
	 and type of plastic.

For an accurate 
drawing, Trace and Fax 
forms are available. 
Contact A.L.P. 
Customer Service.

Lenses and Diffusers
A.L.P. Lighting offers a complete line of plastic lenses and diffusers. A 
variety of materials including acrylic, polycarbonate, and polystyrene are 
available. A.L.P. provides standard and specialty patterns and thicknesses 
for any application.

Plastic Eggcrate
Finishes: Available in Translucent, 
White, Black and Metalized Finishes
Materials: Polystyrene and Acrylic
Stock Size: 23-3/4” x 47-3/4”

1. Remove the 
Diffuser.

2. Trace the End of 
Lens.

3. Measure the 
Length.


